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(57) ABSTRACT

A method of measuring weight of the refrigerant recovered
and a device for refrigerant recovery and recharge device is
disclosed. A connection is established between the refrigerant
recovery path and refrigerant recharge path. Refrigerant is
filled in the refrigerant recovery path and the refrigerant
recharge path. Once the refrigerant occupies the all compo-
nents of the refrigerant recovery and recharge device, weight
of' the refrigerant storage tank is measured. The weight of the
refrigerant storage tank is measured once before the recovery
of the refrigerant from the refrigeration equipment and once
after recovery of the refrigerant from the refrigeration equip-
ment. Difference in the weights measured before recovery
and after recovery is calculated to a get the amount of refrig-
erant recovered.
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1
METHOD OF MEASURING THE
REFRIGERANT RECOVERED AND A
REFRIGERANT RECOVERY AND
RECHARGE DEVICE

This application is a 35 U.S.C. §371 National Stage Appli-
cation of PCT/EP2011/064779, filed on Aug. 29, 2011, which
claims the benefit of priority to Serial No. 2662/CHE/2010,
filed on Sep. 13, 2010 in India, the disclosures of which are
incorporated herein by reference in their entirety.

This disclosure relates to a method of measuring the refrig-
erant recovered and a refrigerant recovery and recharge
device.

BACKGROUND

U.S. Pat. No. 7,174,742 discloses a device and method for
the recovery of refrigerant from a refrigeration system using
arefrigerant recovery and reclamation apparatus. The method
uses weighing scales to monitor the weight of the refrigerant
recovered. The weight of the refrigerant recovered in the
refrigerant storage tank 18 is measured after the recovery of
the refrigerant.

SUMMARY

The device for recovering refrigerant from refrigeration
equipment and the method of measuring refrigerant recov-
ered according to the description below have the following
advantages.

The method and device ensures accurate measurement of
the refrigerant that is recovered from the refrigeration equip-
ment. This method compensates for the losses due to
improper measurement of the weight of the refrigerant mea-
sured after the refrigerant is recovered from the refrigeration
equipment. This method is advantageous to the consumer in a
way that the consumer does not have to pay extra for the
refrigerant that is recovered from a previous refrigerant
recovery. The method is also advantageous to the refrigerant
recovery service provider in a way that lower refrigerant
weight measurement due to residual refrigerant that may be
stuck to the components of the refrigerant recovery device
does not happen. Thus accurate measurement of the refriger-
ant recovered from the refrigeration equipment is possible.

Further improvements and/or advantages are realized by
the features described below.

By measuring weight of the refrigerant storage tank before
and after recovery while there is no connection between the
refrigeration equipment and the refrigerant recovery device
ensures that an error weight of the refrigerant that may be
stuck in the components of the refrigerant recovery and
recharge device can be accounted and thus an accurate mea-
surement of the refrigerant recovered is possible.

BRIEF DESCRIPTION OF THE DRAWINGS

Different modes of the disclosure are disclosed in detail in
the description and illustrated in the accompanying drawing:

FIG. 1 illustrates a refrigerant recovery device comprising
various components and connection between the various
components; and

FIG. 2 illustrates a valve block representing various valves.

DETAILED DESCRIPTION

FIG. 1 illustrates a refrigerant recovery and recharge
device 10 comprising various components and connection

10

15

20

25

30

35

40

45

50

55

60

65

2

between the components. The refrigerant recovery device
comprises at least a valve block 14, a compressor 16 and a
refrigerant storage tank 18. Two refrigerant flow paths can be
clearly defined in the refrigerant recovery and recharge
device. The first refrigerant flow path is called a refrigerant
recovery path 20 which is established from the refrigeration
recovery device 10 to the refrigeration equipment 12 through
at least said valve block 14, a compressor 16 and refrigerant
storage tank 18, the refrigerant path being adapted to recover
refrigerant from said refrigeration equipment 12. The second
refrigerant flow path is called a refrigerant recharge path 22 is
established from the refrigerant recovery device 12 to the
refrigeration equipment 12 through the valve block 14 and the
refrigerant tank 18 adapted to recharge refrigerant to the
refrigeration equipment 12.

Refrigeration equipments 12 are widely used in many
applications including air conditioning systems, refrigerators
and the like. These refrigeration equipments 12 use a refrig-
erant which provide cooling to an area or room in which they
are fitted. The working principle of the refrigerant in the
refrigeration equipment is such that it absorbs heat while
passing through various components of the refrigeration
equipment. This cools the air around the refrigeration equip-
ment and the cool air is then blown to the area or room where
the refrigeration equipment is installed.

Due to prolonged usage the refrigerant gets contaminated
with oil and moisture, which also reduces the ability of the
refrigerant to cool the area or room where the refrigeration
equipments 12 are installed. Hence it is required that the
refrigerant is removed from the refrigeration equipment 12
and is recharged with clean refrigerant. It is possible that the
refrigerant is made free of contaminants by passing through
various filtering stages in the refrigerant recovery device 10
and the contaminant free refrigerant is recharged to the refrig-
eration equipment. For the purpose of recovering the refrig-
erant and recharging the refrigerant a refrigerant recovery
device 10 is used.

The refrigerant recovery and recharge device 10 is usually
a stand alone device which is connected to the refrigeration
equipment 12 while the refrigeration equipment 12 is being
serviced. The refrigerant recovery and recharge device 10
comprises at least, a valve block 14, a compressor 16 and a
refrigerant storage tank 18. The valve block 14 comprises
valves, which are usually solenoid valves. The valves of the
valve block 14 can be switched from a closed position to an
open position, thereby establishing connection between the
various components of the refrigerant recovery device 10.
The valves in the valve block 14 can be switched between a
closed position and an open position to establish a connection
between the refrigerant recovery device 10 and the refrigera-
tion equipment 12. The compressor 16 is a device which is
capable of receiving fluid or vapours at a particular pressure
and increases the pressure of the fluid or vapour that is
received. The refrigerant storage tank 18 is a tank which is
used to store the recovered refrigerant. The recovered refrig-
erant can be reused later.

While servicing refrigeration equipment 12 three particu-
lar tasks are involved viz (i) recovery of the refrigerant from
the refrigeration equipment 12. (ii) evacuation of air and
moisture from the refrigeration equipment 12 and (iii) refill-
ing or recharging the refrigeration equipment 12 with clean
refrigerant. The method used by a conventional refrigerant
recovery device in the three tasks can be explained as follows.
The valve block establishes a connection between the refrig-
erant recovery device and the refrigeration equipment. When
the refrigerant recovery device is switched on the compressor
is able to recover the refrigerant from the refrigeration device.
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Once the refrigerant is recovered the valve block connects a
vacuum pump to the refrigeration equipment 12. The vacuum
pump then evacuates the refrigeration equipment 12. Once
the refrigeration equipment 12 is evacuated the air and mois-
ture and remaining recovered refrigerant is released to the
atmosphere. After the evacuation the refrigeration equipment
12 is recharged with refrigerant.

Once the refrigerant is recovered in the refrigerant storage
tank 18, the refrigerant storage tank 18 is weighed to check
the amount of refrigerant being recovered. Depending on the
weight of the refrigerant recovered customers can be charged
for refilling that amount of refrigerant back to the refrigera-
tion equipment.

One disadvantage of checking the weight of the refrigerant
storage tank 18 only once, after refrigerant is recovered is that
some refrigerant may already be stuck in the various compo-
nents of the refrigerant recovery device 10 from a previous
refrigerant recovery operation. Due to this additional weight
of the refrigerant gets added to the refrigerant which is now
being recovered. Thus the customer would need to pay addi-
tional money for some refrigerant that was previously recov-
ered from the refrigeration equipment 12 but was present in
the components of the refrigerant recovery device 10. Simi-
larly, while recovering some refrigerant may get stuck in the
components and hence the final weight of the refrigerant
recovered would be lower than the actual recovered refriger-
ant. This would lead to the refrigeration equipment service
provider having to suffer a loss since final weight of the
refrigerant recovered would be lower than the actual value of
refrigerant recovered. This would also lead to less amount of
refrigerant be recharged into the refrigeration equipment 12.

FIG. 2 illustrates a valve block 14 with various valves V1,
V2,V3,V4,V5,V6 and the like. The valves in the valve block
14 allow a connection to be established between the refriger-
ant recovery device 10 and the refrigeration equipment 12.
When a process for the recovery of refrigerant from the refrig-
eration equipment through the refrigerant recovery path 20 a
connection is established at least between the valves V1, V2,
V3, V5 and V6. When a process for recharging refrigerant
from the refrigerant storage tank 18 of the refrigerant recov-
ery and recharge device 10 through refrigerant recharge path
is started a connection is established between the valves V1,
V2, V3 and V4. The valves in the valve block 14 can be
switched from a closed position to an open position in order to
establish a connection between the refrigeration equipment
12 and components of the refrigerant recovery device 10. The
switching of the valves may be done manually or may be
electronically controlled.

In accordance with this disclosure, the refrigerant recovery
and recharge device 10 is able to account for the residual
refrigerant that may be stuck in the components of the refrig-
erant recovery device 10 before or after the refrigerant is
recovered from the refrigeration equipment 12. Thus the
weight of the refrigerant recovered from the refrigeration
equipment 12 is measured accurately. This also helps to
recharge the exact amount of refrigerant recovered from the
refrigeration equipment 12.

The method for measuring the weight accurately can be
explained as follows. Before the start of the refrigerant recov-
ery process through the refrigerant recovery path from the
refrigeration equipment 12, a connection is established
between the refrigerant recovery path 20 and the refrigerant
recharge path 22 without establishing connection between the
refrigeration equipment 12 and the refrigerant recovery
device. For this purpose (referring to FIG. 2) a connection is
established between the valves V4, V5 and V6. Once this
connection is established the refrigerant recovery path 20 and
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the refrigerant recharge path is filled with refrigerant. The
refrigerant now occupies all parts of the refrigerant recovery
and recharge device 10. The weight of the refrigerant storage
tank 18 is measured. This weight is recorded as weight W1 of
the refrigerant storage tank 18 prior to recovering the refrig-
erant from the refrigeration equipment 12.

After recording the weight W1 of'the refrigerant, the valves
V1, V2, V3, V5 and V6 from the valve block 14 are then
switched such that a connection is established between the
refrigerant recovery device 10 and the refrigeration equip-
ment 12. When the connection is established, the compressor
16 is switched on. Due to this pressure difference the refrig-
erant flow from the high pressure refrigeration equipment 12
to the lower suction pressure inlet of the compressor 16. The
recovered refrigerant is then compressed to increases the
pressure of the refrigerant. Further the pressurized refrigerant
is cooled and stored in the refrigerant storage tank 18. This
recovery and storage of the refrigerant continues until the
pressure equalization between the refrigerant equipment and
the refrigerant recovery and recharge device takes place.

After the recovery of the refrigerant, the refrigeration
equipment 12 is disconnected from the refrigerant recovery
and recharge device 10 by switching at least valves from the
valve block 14 to a closed position. The valves V4, V5 and V6
in the valve block 14 are then switched on such that a con-
nection is established between refrigerant recovery path 20
and the refrigerant recharge path 22. Once this connection is
established the refrigerant recovery path 20 and the refriger-
ant recharge path 22 is filled with refrigerant. The refrigerant
now occupies all parts of the refrigerant recovery and
recharge device 10. The weight of the refrigerant storage tank
18 is measured. This weight is recorded as weight W2 of the
tank after completion of the recovery of refrigerant from the
refrigeration equipment.

The difference between the weights W2 and W1 of the
refrigerant storage tank 18 measured before refrigerant
recovery from the refrigeration equipment 12 and after
completion of refrigerant recovery from the refrigeration
equipment 12 gives the weight of the refrigerant that is recov-
ered.

The advantage of this method is that by filling the refrig-
erant recovery path 20 and the refrigerant recharge path 22
with refrigerant we are able to account of any residual refrig-
erant that may be stuck in the different components of the
refrigerant recovery and recharge device 10. This allows for
accurate measurement of the refrigerant that is recovered
from the refrigeration equipment 12 and that should be
recharged into the refrigeration equipment 12.

Measuring the weight of the refrigerant storage tank 18 is
done internally. The important part of this disclosure is the
moment in time when the weight of the refrigerant storage
tank is measured both before recovery and after recovery of
the refrigerant. While filling the refrigerant recovery path 20
and the refrigerant recharge path 22 with the refrigerant it is
observed that the weight of the refrigerant storage tank 18
reduces. This reduction in weight of the refrigerant storage
tank continues until the time when the refrigerant start to fill
into the refrigerant storage tank 18 after being filled in all
other components of the refrigerant recovery and recharge
device 10. In case of measuring the weight of the refrigerant
storage tank 18 to get accurate measurements. Itis critical that
the weight be measured just before the weight of the refrig-
erant storage tank 18 starts to increase.

Optionally a controller may be used to monitor the transi-
tion in weight (increase to decrease or vice versa) of the
refrigerant storage tank 18. The controller would be able to
store the weight transition values in its memory. Thus it would
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be possible to accurately measure the weight of the refriger-
ant from the refrigeration equipment 12 even at a later instant
in time. The controller is also able to calculate the difference
in weight measured before recovery and after recovery.

Another advantage of this disclosure is that this method of
measuring weight of the refrigerant storage tank is not
affected by ambient pressure or temperature. Further the
changing characteristics of the refrigerant such as density due
to changing temperature or pressure will have no effect on the
weight of the refrigerant storage tank 18 measured before
recovery and after recovery.

The invention claimed is:

1. A method of measuring weight of recovered refrigerant,
comprising:

(1) connecting a refrigerant recovery path and refrigerant

recharge path through a valve block;

(ii) filling said refrigerant recovery path and refrigerant
recharge path with refrigerant from a refrigerant storage
tank;

(iii) measuring a first weight of the refrigerant storage tank;

(iv) connecting refrigeration equipment to said refrigerant
recovery path through said valve block and recovering
said refrigerant;

(v) connecting the refrigerant recovery path and refrigerant
recharge path through said valve block;

(vi) filling said refrigerant recovery path and refrigerant
recharge path with refrigerant from the refrigerant stor-
age tank;

(vil) measuring a second weight of the refrigerant storage
tank; and

(viii) calculating a difference between the first weight and
the second weight.

2. The method as claimed in claim 1, wherein measuring
the first weight and the second weight of the refrigerant stor-
age tank is done internally.

3. The method as claimed in claim 1, wherein measuring
the first weight and the second weight of the refrigerant stor-
age tank is done when there is no connection between a
refrigerant recovery and recharge device and the refrigeration
equipment.

4. The method as claimed in claim 1, Wherein the first
weight and the second weight of the refrigerant storage tank
are measured when a connection is established between said
refrigerant recovery path and the refrigerant recharge path.

5. The method as claimed in claim 1, wherein the first
weight and the second weight of the refrigerant storage tank
decrease while said refrigerant recovery path and the refrig-
erant recovery path are filled with refrigerant.

6. The method as claimed in claim 1, wherein the first
weight and the second weight of the refrigerant storage tank
are measured just before the weight of the refrigerant storage
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tank starts to increase while filling the refrigerant recovery
path and the refrigerant recharge path with refrigerant.
7. The method as claimed in claim 1, wherein the first
weight and the second weight of the refrigerant storage tank
are measured before recovery of refrigerant from said refrig-
eration equipment.
8. The method as claimed in claim 1, wherein the first
weight and the second weight of the refrigerant storage tank
are measured after recovery of refrigerant from said refrig-
eration equipment.
9. A device for recovering refrigerant from a refrigeration
equipment, said device comprising:
a valve block having at least one valve;
a compressor;
a refrigerant tank;
a refrigerant recovery path established from the device to
the refrigeration equipment through said valve block,
the compressor and the refrigerant storage tank, the
refrigerant recovery path adapted to recover refrigerant
from said refrigeration equipment;
a refrigerant recharge path established from said device to
said refrigeration equipment through said valve block
and said refrigerant storage tank, the refrigerant
recharge path adapted to recharge refrigerant to said
refrigeration equipment, wherein said valve block is
configured to establish a connection between said refrig-
erant recovery path and refrigerant recharge path when
connection between said refrigeration equipment and
said device is not established; and
a controller configured to operate the valve block to:
fill the refrigerant recovery path and refrigerant recharge
path with refrigerant from the refrigerant tank and
measure a first weight of the refrigerant tank before
connection of the device to the refrigeration equip-
ment; and

after connection of the device to the refrigeration equip-
ment and after the refrigerant is discharged from the
refrigeration equipment, fill the refrigerant recovery
path and refrigerant recharge path with refrigerant
from the refrigerant tank and measure a second
weight of the refrigerant tank;

such that an amount of refrigerant to recharge to the
refrigeration equipment can be calculated based on
the first weight and the second weight.

10. The device as claimed in claim 9, wherein:

said valve block includes at least one valve, and

said valve block is configured to establish a connection
between said refrigerant recovery path and the refriger-
ant recharge path before recovery of refrigerant from
said refrigeration equipment and after completion of
refrigerant recovery from said refrigeration equipment.
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